PROTEK )

Processteknik GH AB

Mudbox flanged ends PN 10/16 Straight model max. working
pressure 4 bar

Materials: Body: cast iron JL 1040, Screen: stainless steel 1.4301

Connection: flanged ends DIN

Test pressure: 4 bar

160 5x5 5,00 0906040102500
32 200 5x5 8,00 0906040103200
40 200 5x5 10,00 0906040104000
50 230 8x8 14,00 0906040105000
65 290 8x8 22,00 0906040106500
80 310 8x8 26,00 0906040108000
100 350 8x8 37,00 0906040110000
125 400 8x8 55,00 0906040112500
150 480 8x8 70,00 0906040115000
200 600 8x8 140,00 0906040120000

* Fine screens at all nominal diameters mesh width 0,25 mm, free area 37%
** When ordering with fine screen: Article-Nr. + addition with F-SIEB

DN Lt LR L Vs L ez oz Jzen oo o Lk 0 e

104 4 R 3/8"
32 123 49 79 71 4 R 3/8"
40 120 56 95 83 8 R 1/2"
50 135 75 120 108 6 R 172"
65 165 89 154 142 6 R 1/2"
80 210 110 173 161 6 R 1/2"
100 240 147 213 201 6 R 1/2"
125 385 190 251 239 6 R 1/2"
150 340 242 294 282 6 R 3/4"
200 435 339 408 396 6 R 3/4"
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