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Pressure relief valves made
of gunmetal, angle-type,

> Series 628 _ with threaded connections

ESUITABLE FOR

Liqui neutral a

W EXAMPLES OF USE

For the protection of:

- pressure tanks/-systems for neutral/non-neutral vapours, gases and
liquids

- steam boilers and steam plants

if proportional opening characteristics and only small blow-off volumes

are required (i.e. protection in the case of expansion due to heating-up).

Please observe plant-specific regulations and use of appropriate valve

version and sealing material.

* temperature regluation technology

* cooling systems, industrial cooling

* test rig construction

® process equipment construction

* shipbuilding industry and marine equipment
* mechanical engineering

C€

B MATERIAL

B AFPPROVALS

European Pressure Equipment Directive

I Requirements
PED 2014/68/EU

B SPECIFICATION

- 0= "
E ]

3/8" - 2" - 60°C to + 225°C 0,2 - 20 bar

depending on version

B MATERIALS

Component Material DINEN ASME

Inlet body Gunmetal CC499K CC499K

Outlet body Gunmetal CC499K CC499K

Internal parts: Brass / Gunmetal CW617N /CC499K CWB617N /CC499K
Spring Stainless stesl 1.4310 302

'depending on valve version
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Series 628 m VALVE VERSION

Sta_ndard, nf)n-asﬂght L for neutral media without counter pressure.
spring housing
for neutral and non-neutral media, not counter pressure compensated.
t gastight version of spring housing The environmentis protected from being affected by the medium.
Only available without lifting device.

Valves can be delivered unset within a pressure range or set and sealed at the factory.

m MEDIUM

GF gaseous and liquid Air, vapours, gases, liquids and - depending on safety valve version and seal - also for steam

B TYPE OF LIFTING MECHANISM

0 without lifting device, standard for gastight versions

L Lifting lever

W AVAILABLE NOMINAL DIAMETERS AND CONNECTION SIZES

Nominal diameter DN 10 15 20 25 32 0 50
Inlet 38°000 . 12008 G st 1t G 1t 112040 2°(50)
3/8" (10) n : = = : : :
1/2° (15) : = :
3/4" (20) -
1" (25) -
11/47 (32) - A
11/2" (40) -
2" (50) .

Qutlet

B TYPE OF CONNECTION INLET / OUTLET THREADED CONNECTIONS

frf Standard Female thread BSP-P / Female thread BSP-P DIN EN SO 228-1/DIN EN 1S0 228-1
B SEALS

NBR Nitrile rubber Elastomere flat seal 0,2 — 12 bar —30°C to +130°C

FKM Fluorocarbon Elastomere flat seal 0,2 — 12 bar —20°C to +200°C

PTFE Polytetrafluoroethylens Flatseal 0,2— 12 bar —60°C to +225°C

PTFE Polytetrafluorosethylens Flat seal 12—20 har —60°C to +225°C
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B NOMINAL DIAMETERS, CONNECTIONS, INSTALLATION DIMENSIONS

Series 628: Connection, installation dimensions, ranges of adjustment

Nominal diameter DN 10 15 20 25 32 40 50
Connection DIN EN IS0 228 G 3/8"(10) 1/2" (15) 3/4" (20) 17 (25) 11/4" (32) 11/2" (40) 2" (50)
OutletDIN EN IS0 228 G 3/8"(10) 1/2" (15) 3/4"(20) 17 (25) 11/4"(32) 11/2" (40) 2“(50)
Installation dimensions L 27 30 33 40 45 50 60
e Lmax 84 84 84 84 120 120 120
H 55 62 73 90 110 130 135
H1 66 74 83 100 17 136 146
H2 73 82 89 108 127 149 158
Hmax 100 108 17 134 168 190 197
h 26 30 35 41 15 51 60
SW 24 28 34 41 52 58 70
do 10 13 19 25 30 38 50
Weight kg 0,3 0,4 0,6 1,0 1,6 2,3 3,2
Set pressure bar 0,2-20 0,2-20 0,2-20 0,2-20 0,2-20 0,2-20 0,2-20
Range of adjustment bar 0,2-0,8 0,2-0,8 0,2-0,8 02-25 0,2-0,8 0,2-0,8 0,2-0,8
0,8-2,5 0,8-2,5 0,8-2,5 S5 0,8-2,5 0,8-2,5 0,8-2,5
2,5-6 2,5-6 2,5-6 . 2,5-6 2,5-6 2,5-6
6-9 6-9 6-9 o 6-9 6-9 6-9
9-12 9-12 9-12 12-15 9-12 9-12 9-12
12-15 12-15 12-15 15.20 12-15 12-15 12-15
15-20 15-20 15-20 15-20 15-20 15-20
B MAIN DIMENSIONS, INSTALLATION DIMENSIONS
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B CAPACITY TABLE

Series 628: Elowing-off rates at approx. 10% above set pressure

Nominal diameter DN 10,0 15,0 20,0 25,0
Set pressure bar | n 1] I n n I n m | I n
0.2 19 16 0,1 2,7 2,2 0,2 14,1 11,2 0,2 16,4 1,8 0,2

o 0,5 2,4 19 0,1 3,3 2,7 0,3 19,1 13,8 0,4 215 21,3 0,3
Nm¥h 0.8 238 2,3 0,1 4,0 3,1 0,4 27,9 16,3 0,4 36,0 25,2 0,6
1.0 3,1 2,5 0,1 4,4 3.4 0,4 32,4 17,9 0.3 407 31,0 0,6

Anl 15 4,0 3,1 0,1 5,5 4,3 0,5 44,7 34,9 0,4 54,2 38,9 0,7
=C 2,0 18 37 0,1 6,6 5,2 0,2 55,8 42,0 0.5 66,8 46,8 0,5
Waterill 25 5,6 4,4 0,1 78 8,1 0,4 66,2 48,9 0,8 784 59,4 0,8
m/h 30 6,4 5,0 0,2 8,9 6,9 0,3 774 56,0 0,7 90,5 67,9 0,8
3,5 73 5,6 0,2 10,1 78 0,3 87,0 63,0 0,8 102,6 76,4 0,8

1,0 8,1 6,2 0,2 1,2 87 0,3 99,0 72,3 0,8 122,5 84,9 1,0

4,5 8,9 6.9 0,2 12,4 9,5 0,3 177 797 0.9 134,6 93,5 11

5,0 9,7 15 0,3 13,5 10,4 0,3 128,7 87,1 0,9 477 1022 12

55 105 8,1 0,3 14,6 1,3 0,3 138,6 9,4 1,3 160,1 110,8 13

60 114 8,8 0,2 174 12,2 0,6 1464 1018 1,0 174,0 119,5 2,0

65 122 9,4 0,3 22,8 17,0 0,4 1576 1092 1, 1840 128, 11

70 130 10,0 0,3 28,5 18,2 0,4 167,7 116,5 1,1 197,0 136,8 1.2

15 138 10,7 0,3 34,6 22,6 0,4 1792 1239 1,2 217,0 145,4 12

80 147 1,3 0,3 40,2 36,2 0,4 1886 1313 1,2 2180  154,0 13

85 155 11,9 0,2 44,8 38,2 0,2 1925 1386 1] 2353 1627 1,0

90 163 12,6 0,4 53,7 40,2 0,7 1960  146,0 14 2380 1770 17

95 171 13,2 0,3 54,8 42,3 0,5 1988 1534 1,3 2410 1859 14

100 180 13,9 0,4 57,4 44,3 0,5 2084 1607 1,3 2525  194,8 14

no 196 15,1 0,2 62,7 48,4 0,3 2215 1755 1,1 2157 2127 13

120 212 16,4 0,2 68,0 52,4 0,3 2466 1902 17 2988 2305 14

130 229 177 0,4 73,2 56,5 0,3 2657 2049 1,6 3220 2484 16

140 245 18,9 0,4 78,5 60,5 0,4 2848 2197 1.6 3451 2662 2,0

150 26,2 20,2 0,3 83,8 64,6 0,4 3039 2344 39 368,3 284, 16

160 278 21,5 0,5 89,0 68,7 0,3 3230 2491 3,6 3914 3020 15

170 295 22,7 0,5 94,3 72,1 0,4 342,1 263,9 37 146 3198 17

180 31, 24,0 0,5 99,5 76,8 0,4 361,2 2786 2,6 4377 3317 2,2

190 328 25,3 0,5 104,8 80,9 0,4 3803 2934 26 60,9 3555 2,3

200 344 26,6 0,5 10,1 84,9 0,4 3994 3081 2,6 4840 3734 2,7
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