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Aseptiska och hygieniska slangventiler serie VMCE

Aseptic and hygienic Pinch Valves of VMCE series
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A Det flexibla modulsystemet A The flexible modular system

Aseptisk udgave for hygiejnesikre processer: Aseptic design for hygienic safe processes
Anslutningar: Connections:

e svetsandar e Weld-on ends

e fldns e Flange

e klammuff e Tri-Clamp

e gangad kopplingsring e Threaded Spigot (RJT)
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Pneumatisk slangventil serie VMCE

Air operated Pinch Valve VMCE Series

De nya aseptiska slangventilerna i serien VMCE fran
AKOQ tillverkas i hygienisk design.

Extremt enkel rengéring, ett flexibelt byggklossystem
samt lang livslangd pa slangventilernas
Manschetterr &r endast nagra av férdelarna med
denna serie av slangventiler.

| roredningar erbjuder de en helt tatt sparr-
eller uppspamningsfunktion och kan aven anvandas
tillsammans med en elektropneumatisk proportional-
ventil f8r grov reglering eller dosering av produktflo-
det.

De pneumatiska slangventilerna i serien VMCE kan
fas i de nomineiia sioriekarna DN10-100.

jordning for anvandning inom Ex-omraden
enligt zon 0, 1, 2, 20, 21 och 22 finns
ocksa.

: Speciella konduktiva utforande med speciell

EHEDG-certifierade

De nya slangventiierna kannetecknas av

= en mycket iattskott (CIP-kompatibei)
- steriliserbar (SIP-kompatibel) och
= bakterietait design

eniigt EHEDG-certifiering typ EL kiass i och typ
EL Aseptik klass I.

Dessutom ar VMCE-slangventiler rensbara
(RIP-kompatibia).

max. arbetstrycket: ~ 6 bar

max. styrtrycket: 8 bar
Differenstryck: 2-2,5 bar

varierande utifran nominelit matt/gummi

De pneumatiska slangventilerna i serie VMCE
uppfyller alla krav enligt EG-direktivet for
tryckutrustning PED 2014/68/EU.

The new AKO aseptic Pinch Valves of Series VMCE
captivate by their sanitary design.

Excellent deanability, a flexible modular system,
as well as the longevity of the pinch valve sleeve
are only three of the advantages of this Pinch Valve
Series.

Installed in pipes, they take either an absolutely tight
open-close shut-off function or can be used with the

help of an electro-pneumatic proportional valve for
coarse control or dosage of a product stream.

The air operated Pinch Valves Series VMCE are
available in nominal sizes DN10-100.

Special, conductive models with a separate

A grounding system, suitable for use in areas
at risk of explosions (Ex) in zones 0, 1, 2,
20, 21 and 22, are aiso avaiiabie.

EHEDG certified

The new pinch vaives are characterized by an

. easy-to-ciean (CIP),
- sterilizable (SIP-capable), and
. bacteria-tight design

in accordance with EHEDG certification type EL
Class | and Type EL ASEPTIC Class I.

Furthermore, the VMCE pinch valves are piggable
(RIP).

Operating / medium pressure max.: ~ 6 bar
Control / closing pressure max.: 8 bar
Differential pressure: 2-2.5 bar

varies depending on diameter

The air operated Pinch Valves of VMCE series
fulfill all requirements of the Pressure Equip-
ment Directive 2014/68/EU.
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Pneumatisk slangventil - Svetsandar (r)

Air operated Pinch Valve - Weld-on ends (r)
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Anslutningsutférande: Connection type:

Svetsandar enligt DIN EN 10357 serie A Weld-on ends according to DIN EN 10357

(var DIN 11850 serie 2) Series A (formerly DIN 11850 row 2)

. 5 8

Kapa: i i N Body:

Rostfrittstal 1.4408 Ry Stainless steel 1.4408

Svetsiéndar: OEHTIFI D C & OERTH:IED Weid-on ends:

Rostfrittstal 1.4404 = v 1 ; Stainless steel 1.4404

Manschetter: C HC DC:;: g C HC D G Sleeve:

el o A o e, EPDM

Ventillangd: s Valve face to face length:

DN10: Enligt DIN EN 558 serie 27 DN 10: Acc. to DIN EN 558 row 27

DN15-50: Enligt DIN EN 12982 serie 61 DN 15-50: Acc. to DIN EN 12982 row 61

DN65-100: Enligt DIN EN 558 serie 7 DN 65-100: Acc. to DIN EN 558 row 7

Ventilyta: Valve finish:

Rostfrittstal: Elektropolerad matt Stainiess steel: Electropolished matt

Produkiberorda defar DN 10-50 = Ra 0,5 / DN65-100 = Ra 0,8. Weiled parts DN10-50 = Ra 0.5 / DN65-100 = Ra 0.8.

Ovriga pa begaran. Others on request.

St i R R B e R R T R B
10 10 46 35 13x1.5 68 115 G 18" 23 0,03 0.5
15 16 56 47 19x1,5 85 140 G 18" 28 0,05 0.8
20 20 62 43 23x1,5 93 152 G 18" 32 0,07 1.0
25 26 72 57 29x1,5 110 165 G 18 37 0,09 1.4
32 32 80 66 35x1,5 130 178 G 1/4" 45 0,13 1.9
40 38 90 77 41x1.5 150 190 G /4" 50 022 25
50 50 110 88 53x1,5 175 216 G /4" 60 0,36 38
85 66 133 115 70x2 173 216 G /4" 74 0,44 42
80 81 166 133 85x2 213 254 G 1/4" 90 0,88 6.0

100 100 203 156 104x2 264 305 G 1/4" 107 1,80 1.3
Volym = i hall av kontr del vid stangd manschett / Volume = Control volume with closed sleeve
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Pneumatisk slangventil - Svetsindar (ra

Air operated Pinch Valve - Weld-on ends (RA
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Anslutningsutférande: Connection type:
Svetsandar enligt Weld-on ends according to
ASTM A554 ASTM A554
-l
: "; = -
b
Kapa: Body:
Rostfrittstai 1.4408 OEHTIH Ce OERTIFIED Stainiess steei 1.4408
e &
. € CDG AKO | “EHEDG:
Svetsandar: H arpes | Weld-on ends:
Rostfrittstal 1.4404 — Magg0sd® Stainless steel 1.4404
TVPE. EE C;l‘___ASS |} TYRERL  ASEPTIC CLASS
YEm N
Manschetter: Sleeve:
EPDM EPDM
Ventilyta: Valve finish:
Rostfrittstal: Elektropolerad matt Stainless steel: Electropolished matt
Produkiberérda defar DN10-50 = Ra 0,5/ DN65-100 = Ra 0,8. Weited paris DN10-50 = Ra 0.5 / DNG5-100 = Ra 0.8.
Owriga pa begaran. Others on request.
s D2 L2 Vikt
““““_-—--"-
7.75 9.53 101.6 4 G /8" 23
15 9,40 56 47 12,70 85 127,0 5 G 18" 28 0,05 0,8
20 15,75 62 49 19,05 g3 152,4 5 G 178" 32 0,07 1.0
25 22,10 72 57 25,40 110 152,4 5 G 1/8" 37 0,08 15
40 34,80 90 77 38,10 150 2032 8 G 1/4" 50 022 26
50 47,50 110 88 50,80 175 228.6 9 G 174" 60 0.36 39
65 60,20 133 115 63.50 173 228,6 9 G 14" 74 0.44 43
80 72,80 166 133 76,20 213 278,4 11 G 14" 50 0.88 62
100 97,38 203 156 101,60 264 330,2 13 G 14" 107 1,80 116
" Volym = innehall av kontroffmedel vid gd r 1ett / Vol = Conirol volume with closed sleeve
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Pneumatisk slangventil - Flansanslutning (rRF)

Air operated Pinch Valve - Flange (rF)
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Anslutningsutférande: Connection type:
Flansanslutning enligt - Flange connection according to
DIN 11853-2 (BF) - “w®  DIN 11853-2 (BF)
DIN 11864-2 form A (BF) ([140- ] DIN 11884-2 form A (BF) (DN40-5¢

S W
Kapa: Body:
Rostfrittstai 1.4408 OEHTIHE < GEHTIF]ED Stainless steei 1.4408
Flansar: E HG 0 Cf iEKO E H € DG‘; Flange:
Rostfrittstal 1.4404 7l e .y Stainless steel 1.4404
Manschetter: e il Sleeve:
EPDM 4 EPDM

-5 -

Ventilyta: Valve finish:

Rostfrittstal: Elektropolerad matt
Produkiberorda deiar DN 10-50 = Ra 0,5/ DNG5-100 = Ra 0,8.

Ovriga pa begaran.

e P S R
10 10 46 35 54

15 16 56
20 20 62
25 26 72
32 32 80
40 38 S0
S0 S0 110
65 66 133 1
80 81 166 1
100 100 203 1
* Ant. bormingar / Number of holes
" Volym = innehall av k

47

EI8 98

A
L]

33
56

58
64
70
76
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113
133
189
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42
47

1888

85
12
137

fisedel vid sidngd manscheil / Voluime = Contiol voluime vath closed siesve
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Stainless steel. Electropolished matt
Wetied parts DN10-50 = Ra 0.5/ DN65-100 = Ra 0.8.
Others on request.

85

83
110
130
150
175
173
213

37 68 163 23

188
200
213
226
280
306
264
306
357

G 1/8" 0,03
G 1/8" 28 0.05
G /8" 32 0,07
G 1/8" 37 0,08
G 1/4" 45 0,13
G 1/4" S0 0,22
G 1/4” 60 0,36
G 14" 74 0,44 55
G 1/4" S0 0,88 7.9
G 1/4" 107 1,80 14,2
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Pneumatisk slangventil - Klamringanslutning (rRT)

Air operated Pinch Valve - Tri-Clamp connection (RrT)
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Anslutningsutférande:
Kliammuff enligt
DIN 11853-3 (BKS)

Kapa:
Rostiitistél 1.4408 OEHNFIED
Klammuff: )E HG . G:":

- RS
®%n; Loo®

Rostfrittstal 1.4404

TYPE EL -CLASS |
rrmeaarT 302

Manschetter:
EPDM

Ventilyta:
Rostfrittstal: Elektropolerad matt

Produkiberorda deiar DN10-50 = Ra 0,5/ DiNG5-100 = Ra 0,8.

Ovriga pa begaran.

Connection type:
Tri-Clamp according
DIN 11853-3 (BKS)

Body:
OERTlFl Stainiess steel 1.4408

. s

Tri-Clamp Connection:

‘ehenc:
Stainless steel 1.4404

Sleeve:
EPDM

Valve finish:

Stainless steel: Electropolished matt

Weiled parts DN10-50 = Ra 0.5 / DN&5-100 = Ra 0.5.
Others on tequest

» D3 ikt
weaight

35 G 1/8" 23
15 16 56 47 34 85 184 G 1/8" 28 0,05 0s
20 20 62 48 50,5 83 196 G /8" 32 0,57 i3
25 26 72 57 50,5 110 208 G 1/8" 37 0,08 i 5
32 32 80 66 50,5 130 226 G 1/4" 45 0,13 24
40 38 90 77 64 150 238 G 14" 50 022 3.0
50 50 110 88 77,5 175 265 G 14" 60 0,36 44
65 66 133 115 S1 173 265 G 1/4” T4 0,44 50
80 81 166 133 106 213 311 G 114" 80 0,88 7.0
100 100 203 156 130 264 365 G 1/4" 107 1,80 13,0
' Volym = innehall av kontr del vid stangd manschett / Volume = Control volume with closed sleeve

. Ph +46 40 511030 info@processteknik.se
www.processteknik.se



PROTEK >,

Processteknik GH AB

Pneumatisk slangventil - Gangad kopplingsring (rm)

Air operated Pinch Valve - Threaded spigot (Rv)

Anslutningsutférande:
Gangad kopplingsring enligt
DIN 11853-1 (GS)

Kapa:
Rostfrittstal 1.4408

Géangad kopplingsring:
Rostfnttstal 1.4404

Manschetter:
EPDM

Ventilyta:

D1

(EFTFIEQ

‘eljeoc:

o,
s,

<

A
s00*

TYPE EL - CLASS |
resesANT s

Rostfrittstal- Elektropolerad matt

Produktberorda delar DN10-50 = Ra 0,5/ DN65-100=. _ _,

Ovriga pa begaran.

o S S PO
10 10 46 35

Rd28x1/8"
15 16 56 47 Rd34x1/8"
20 20 62 48 Rd44xi/e”
25 26 72 57 Rd52x1/6"
32 32 80 66 Rd58x1/6™
40 38 S0 77 Rd65x1/6"
50 50 110 88 Rd78x1/6"
85 66 133 115 RdSSx1/6"
80 81 166 133 Rd110x1/4"
100 100 203 156 Rd130x1/4"
* Volym = innehall av fimedel vid stingd hett / = Controi volt
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Connection type:
Threaded spigot according

Valve finish:

RTIF|

)

eheoc

DIN 11853-1 (GS)

Body:
Stainless steel 1.4408

Threaded spigot:
Stainless steel 1.4404

Sleeve:
EPDM

Stainless steel” Flectropolished matt
Wetted parts DN10-50 = Ra 0.5 / DN65-100 = Ra 0.8.

Cthers on request.

Valve finish:

Stainless steel: Electropolished matt
Wetied parts DN10-50 = Ra 0.5 / DN65-100 = Ra 0.5.

Others on request.

23 68

G 1/8"

G 1/8" 28
G 1/8" 32
G 1/8" 37
G 1/4" 45
G 1/4" 50
G 14" 60
G 14" 74
G 14" S0
G 1/4" 107

with closed sleeve

85
83
110

..... weight ik
53 0,03 0.6

1
178 0,05 1.0
184 0,07 1.2
217 0.09 1.8
238 0,13 23
252 022 3.0
278 0,36 44
288 044 52
338 088 7.4
405 1,80 13,0
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