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Features

................................................. Temperatures . . ... ...
non-pressure-reliefed single seated valve The seals and membranes used allow temperatures up to max.
diaphragm-controlled 100°C.

continously adjustable outlet pressure

max. inlet pressure up to 25 bar

outlet pressure: 0,8 - 8 bar

highest reduction ratio 10:1

flanges acc. DN EN 10920 PN 40, optionally ANSI/JIS
double-ended G 4™ manometer fitting (for outlet pressure)
assembly position: any desired, preferably vertical Seals and tem peratures
minimum pressure difference (inlet/outlet pressure):1 bar

from -15 °C up to +100 °C

NBR -15°C to +100°C

Pressures

. max. 25 bar . 0,8 - 8 bar

Connections

Flange connection
acc. to DIN EN 10920 PN 40
from DN 8 up to DN 50

Materials

max.
temperature

spring bonnet diaphragm seals wetted parts

red bronze up to DN 25 brass

CC499K  from DN 32 cast iron CR NBR brass 1007C

standard version
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Type

Pressures

max. 25 bar

0,8 - 8 bar

Connections

Flange connection
from DN 8 up to DN 50

A B
inlet pressure [bar]
DRV 230 25 25
DRV 230 G 25 2
outlet pressure [bar]
DRV 230 1,5-8 1,5-8
DRV 230 G 08-8 0,8-8

dimensions [mm]

D 80 90 95 105 115 140 150 165
130 130 130 150 160 180 200 230

all S
type h1 48 48 48 55 58 70 o 83
h 118 122 143 143 186 263 262 305
weight [ka]
DRV 230 1,9 1.9 28 3,7 49 8,6 95 14,3
DRV 230 G 1,9 19 28 3,7 49 8,6 95 149

il ' ’ a a a a

kvs-value [m3/h]

all types 0,5 0,6 1,2 1,3 1,6 4,2 4,5 7.2
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