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DETAILS

INSIDE PIPE FITTING
GASKET

“V" GASKET
RUBBER TUBE
PLUG

TIE ROD

RUBBER SLEEVE
HEXAGON NUT
DRIVE PIN
RETURN BUSHING
VALVE BODY
HEXAGON NUT
WASHER
HEXAGON BOLT

CLAMPING SCREW
FOR BUSHING

WASHER
WASHER
SUPPORT AND
CYLINDER
STUD BOLT
CYLINDER
PISTON

“V” GASKET
CLAMPING
HEXAGON NUT
WASHER
HEXAGON BOLT
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Processteknik GH AB

AIR PRESSURE REQUIRED KG/CMz |
100 125 150 175 200 250 300 350 |

3 3 E 3 3 3 3
6 5 5 4 4 4

PRESSURE DETAILS UNI_1284

DN P.N. HYDRAULIC TEST WORKING | WEIGHT KG DIMENSIONS
kg/cm* PRESSURE ALUMINIUM ClL.
OPEN  CLOSE kg/cm? , B G
44,000 63,000
10 , , 275 282
T 76,000 e

1;2’000 330 284
? 355 418

154,000
g 375 460
194,000 510 515

265,000
, 600 605
365,000 700 720

RN SN O

w
~
wn

25

NOTE: For different pressure details please ask the DPT
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