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DETAILS

INSIDE PIPE FITTING
SPRINGS

“V7” GASKET
HEXAGON BOLT
PLUG

TIE ROD

RUBBER SLEEVE
HEXAGON NUT
DRIVE PIN
RETURN BUSHING
VALVE BODY
HEXAGON NUT
WASHER
HEXAGON BOLT

CLAMPING SCREW
FOR BUSHING

WASHER
WASHER

SUPPORT AND
CYLINDER

STUD BOLT
CYLINDER
PISTON

“V” GASKET
SCREW
HEXAGON BOLT
WASHER
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Processteknik GH AB

AIR PRESSURE REQUIRED KG/CM2
dn 50 60 70 80 90 100 125 150 175

mn. 3 3 3 3 3 3 3 3 3
max. 6 6 6 6 6 6 6 6 5

PRESSURE DETAILS UNI_1284

DN P.N. HYDRAULIC TEST WORKING
kg/cm? PRESSURE ALU:JIXELIJSHT K(C:;I BEMENSION S
OPEN  CLOSE kg/cm? i . B G
5 i 17,000 25,000 176 167
5 22,000 32,000 194 190
5 27,000 39,000 206 220
35,000 48,000 215 225
45,000 60,000 250 282
130,000 194,000 275 282
51,000 73,000 300
64,000 95,000 330
80,000 120,000 355
96,000 150,000 375
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NOTE: For different pressure details please ask the DPT 27
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