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Processteknik GH AB
Fig. 119 (ex. ZKK 40, ZKK 100)

=F= GATE VALVE zGAT

Body Nominal Nominal Manx.
material pressure diameter temperature
E
40 bar
G F DN -
(Cast steel 63 bar 15-50 aase
G
100 bar
E
40 bar
M F (1] "
Stainless steel 63 bar 15-50 apore
G
100 bar

c € correspond to the presure squipment directive 2014,/68/UE

rrearking CE for DMz32

FEATURES

high tightness (leakproofness class - A acc. to EN - 12266 - 1)
compact settlement

environment friendly

tests acc. to EN- 12266 -1

. flanges drilled according to EN 1092-1

- o e

APPLICATION *

* mot all of the applications are suitable for all of the executions
On the website www.zetkama.com.pl is a Chemical Resistance List, which specifies the parameters of work for a given medium.
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Processteknik GH AB

MATERIALS, DIMENSIONS

Body material G M
Type 01 01
PN 40, &3, 100 bar

1 Body Al105 A182/F316

2 Seatring X17CrMile-2 A479/316L

3 Bonnet A105 A1B2/F316

4 Wedge ¥20Cr13 A479/316L

5 Stemn X20Cr13 A479/316L

] Gasket graphite

Max. temperature 425°C | 400°C
DN PN 15 20 25 32 40 50

Dz(mm) a5 105 115 140 150 165
Dp(mm) 45 58 68 78 B3 102
Dofmm) 65 75 B5 100 110 125
d{mm) 10 13 18 29 29 36
doxn 14x4 14x4 14x4 18x4 18x4 18x4
L{mm) a0 130 150 160 180 240 250
F (mm) 2 2 2 2 2 2
g (mm) 16 18 18 18 18 20
H (mm) 166 170 174 231 231 242
Dk (mm) 80 20 100 180 120 180
Weight (kg) 3.4 4.3 6,2 12,0 17.2 22,0
Dz{mm} 105 130 140 155 170 180
Dp(mm) 45 58 B8 78 BB 102
Do mm) 75 80 100 110 125 135
d{mm) 12 18 22 29 29 36
doxn 14x4 18x4 18x4 22x4 22x4 22x4
L{mm) 63 210 230 230 180 240 250
F (mm) 2 2 2 2 2 2
g (mm) 20 22 24 24 26 28
H (mm) 166 170 174 231 231 242
Dk (mm) 80 20 100 180 120 180
Ciezar (kg) 5.4 6,5 9,1 13,3 253 311
Dz{mm} 105 130 140 155 170 195
Dp(mm) 45 58 68 78 BB 102
Drata given can be changed without notice. Edition 01/2020
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Do(mm) 75 90 100 110 125 145
d{mm) 12 18 22 29 29 36
doxn 1dx4 18x4 18x4 2234 224 26x4
L{mm) 210 230 230 180 240 250
F (mm) 100 2 2 2 2 2 2
g (mm) 20 22 24 24 26 28
H (mm) 166 170 174 231 231 242
Dk (mm) 20 B0 100 180 120 180
Weight (kg) 5,4 6,5 9,1 13,3 25,3 31,1

PRESSURE-TEMPERATURE RATINGS

PN -29-100°C 150°C 200°C 250°C 300°C 350°C 400°C 425°C
40 40 35,7 314 9.4 259 218 18 143
63 bar 63 55,5 52,5 48,0 43,5 40,5 375 30,0
100 100 g9 78 74 ] 57 45 36

Other type of valves on request.

Nominal Mominal
Body rial T
Disass adni diameter pressure ype
L]
119 Cast steel i . =
ALDS FriT 40 bar Steel wedge, steel ring
15-50 F m
Frufm 63 bar Steal wedge, cteed ring
15-50 G om
rram 100 bar Steel wedge, steed ring
L]
119 stainless steel 15-50 E ) o1
A182/F316 ] 40 bar Steel wedge, steel ring
15-50 F o
FriT 63 bar Steel wedge, steel ring
15-50 g o
Frufm 100 bar Steal wedge, cteed ring
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Processteknik GH AB

ORDERING

Nominal Nominal

Figure Body material Fituid -

Type

118 cast steel 15-50 E i
ALDS Frm 40 bar Seeel wedge, steel ring

Order example acc. index 119 G 050 E Ull

Gate valve, ends flanged, form straight 119
Cast steel A105 G

Mominal diameter (mm) 050

Mominal pressure PN 40 E
Steel wedge, steel ring 01
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