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Processteknik GH AB
FIG.235

== BELLOW VALVE :zBEL

Body Nominal Nominal Max.
material pressure diameter temperature
A c DN .
Grey cast iron 16 bar 15-250 300°C
c C DN
16 bar 15-200
Nodula t 350°C
25 bar 15-80
v B DN z
Cast steel 40 bar 15-250 4500
: E DN
Cast stainless 40 bar 15.250 400°C
steel

correspond to the pressure equipment directive 2014/68/UE
marking CE for DN232

FEATURES

high tightness (leakproofness class - A acc. EN -12266 - 1)
compact settlement

environment-friendly

tests acc. EN - 12266 - 1

flanges drilled according to EN 1092-2 for body material A,C
flanges drilled according to EN 1092-1 for body material F, |
face-to-face dimension according to EN 558 series 8

APPLICATION *

*not all of the applications are suitable for all of the executions
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MATERIALS, DIMENSIONS
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Body material A C
Type 01; 04;71 01; 04; 71
EN —GJL-250 EN — GJ5-400 — 18-LT
1.1 | Body
5.1301 (ex. IL1040) 5.3103 |ex)51025)
) X12Cr13
1.2 | Seatring 14071
2 Bonnet EN —GJ5-400 — 18-LT
5.3103 (exJ51025)
X20Cr13
3| stem 1.4021
) X20Cr13+GT
4| D 1.4021
5 Bellow XBCrMiMoTi-17-12-2
5] Hand-wheel Steel
7 Sleeve 115MnPb30
8 | Hexagon bolt 5.6 A3A | A2-70
9 Gland packing Graphite
10 | Bonnet gasket Graphite + CriNiSt
Max. temperature 300°C | 350°C
DN 15 20 25 32 40 50 65 80 100 125 150 200 250
L (mm) 90 95 100 105 115 125 145 155 175 200 225 275 325
D« (mm) 125 125 125 125 150 150 175 200 250 300 400 500 500
H (mm) 181 178 192 188 205 211 242 251 307 337 366 493 531
h {mim) 5 5 7 8 10 13 17 20 25 32 38 50 63
- 01;04 72 9.2 16,0 22,0 37.0 51,0 98,5 143.0 226,0 2910 455,0 625,0
h
Ko e} 71 33 6,3 5.0 16,3 24,4 32,7 57,9 84,1 1339 206.5 291,1 569,0
) 01;04 32 3.7 4.9 6,5 8.8 9,7 13,8 18,0 31,0 44,0 63,0 110,5
Weight (ke) 71 32 39 5.0 6,7 9,1 10,2 14,3 18,9 330 45,5 71,0
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MATERIALS, DIMENSIONS

DN 15-25 DN 32-100 DN 125-250
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Body material F |
Type 01 04 01 04
1 Body GP240GH G-¥5CrNiMo15-11-2
2 Seat ring 18-8 Cr-Ni G-¥5CrNiMo15-11-2
G-X5CrNiMo19-11-2 DN 65-250

3 Bonnet GP240GH X6CrNiMoTi17-12-2 DN 15-50

4 Stem ¥30Cr13 X6CrNiTi18-10

5 Disc 18-8 Cr-Ni 18-8 Cr-Ni

Bellow 18-8 Cr-Ni 18-8 Cr-Ni
b Gasket Graphite Graphite
Max. temperature 450°C 400°C

DN 15 20 25 32 40 50 65 80 100 125 150 200 250
Dz (mm) 95 105 115 140 150 165 185 200 235 270 300 375 450
Dp (mm) 45 58 68 78 B8 102 122 138 162 188 218 285 345
Do 65 75 25 100 110 125 145 160 190 220 250 320 385
doxn 14x4 14x4 14x4 18x4 18x4 18x4 18x8 18x8 22x8 26x8 26x8 30x12 33x12
L a0 a5 100 105 115 125 145 155 175 200 225 275 325
f 2 2 2 2 2 2 2 2 2 2 2 2 2
E 16 18 18 18 18 20 22 24 24 26 2B 14 38
H 200 200 200 240 250 255 290 320 360 524 554 610 730
h 10 10 10 10 13 13 15 16 18 37 50 50 75
Dk 120 120 120 160 160 160 200 250 320 320 360 400 500
Weight(kg) 4,5 5,2 53 10,6 13,6 17,0 280 374 50,0 BO,0 99,0 1810 330,0
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PRESSURE-TEMPERATURE RATINGS
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Acc EN 1092-2 PN -60°C +<-10°C =-10°C+120°C | 150°C | 200°C | 250°C | 300°C | 350°C | 400°C | 450°C
3 Y RE— 5 54 | 48 [ 42 | 36
EM-GIL250
16 16 14.4 12,8 11,2 9.6
bar
16 16 15,5 14,7 13,9 12,8 11,2
EM-GJ5400-18 LT
25 25 243 23 218 20 17,5
Acc EN 1092-1 -20%+<-10°C | -10%:<50°C | 50°C=100%°C | 150°C | 200°C | 250°C | 300°C | 350°C | 400°C | 450°C
GP240GH +N 40 bar 30 40 371 35,2 33,3 30,4 27,6 25,7 23.8 13,1
Acc EN 1092-1 =B0%+<-10°C 10°C+100"C | 150°C | 200°C | 250°C | 300°C | 350°C | 400°C | 450°C
G-X5CrNiMo19-11-2 40 bar 40 40 36,3 33,7 318 297 28,5 274
FLANGE DIMEMNSIONS ACC. PN-EN 1092-2
DN 15 20 25 32 40 50 B5 B0 100 125 150 200 250
PN16 D (mm) 95 105 115 140 150 165 185 200 220 250 285 340 405
K (mm) B5 75 85 100 110 125 145 160 180 210 240 295 355
nxd (mm) 4x14 4x14 4x14 4x159 4x19 4x1% 4x19 2x19 8x19 2x19 8x23 12x23 12x28
PN25 D (mm) 55 105 115 140 150 165 185 200 | e | e ] e [ e ] e
K {mm) 65 75 8BS 100 110 125 145 L I e T e I
nxd (mm) 4x14 4x14 4x14 4%19 4x19 4x19 8x19 L I e T e T

FLANGE DIMENSIONS ACC. PN-EN 1092-1 (F, 1)

DN 15 20 25 32 40 50 65 80 100 125 150 200 250 300
D (mm) 85 105 115 140 150 165 185 200 235 270 300 375 450 515

PN40 | K (mm) B5 75 85 100 110 125 145 160 150 220 250 320 385 450
nud (mm) | 4x14 | 4x14 | 4x14 | 4x18 | 4x18 | 4x18 | Ex18 | 8wl | Ex22 | Bx26 | 2x26 | 12x30 | 12x33 | 16x33
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DISC

type 01
\ (
Other type of valves on request:
*  stellited seat
*  hardened disc
* other
Neminal Mominal
Figure Body material din e
A
15-150 C
235 Grey cast iten m 16 bar
EN-GIL-250
200-250 c
mm 16 bar
15-200 C
mm 16 bar
c
235 Modular cast iran 15-150 C
EN-GI5-400-18-LT mm 16 bar
200 c
mm 16 bar
15-200 C
mm 16 bar
15-80 D
mm 25 bar
15-80 D
mm 5 har

- Ph +46 40 511030 info@processteknik.se
www.processteknik.se

PROTEK >,

Processteknik GH AB

type 04 type 71

Type

o
stem connected with bellow; stem, disc, bellow and seat ring - stainless steel

i)
stem connected with bellow; stem, balandng disc; bellow and s&at ring - stainless steel

m
stern connected with bellow; stem, throttling disc; bellow and seat ring - stainbess steel

ol
stem connected with bellow; stem, disc, bellow and seat ring - stainless stee]

o
stem connected with bellow; stem, balandng dise; bellow and s2at ring - stainleds steel

mn
stem connected with bellow; stemn, throttling disc; bellow and seat ring - stainbess steel

ol
stem connected with bellow; stem, disc, bellow and seat ring - stainless stee]

n
stem connected with bellow:; stem, throttling dise; bellow and seat ring - stainbess steel
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35 Cast stee 15-100 E o
GP240GH 1.0619 mim 40 bar stemn connected with bellaw; stem, disc, bellow and seat ring - stainless steel
125-250 E o
i 40 bar stem connected with bellow; stem, balandng disc; bellow and s&at ring - stainless steel
1
il Canst stainbess stesl 15-100 E [
G- E5CrEMo15-11.2 T 40 bar stem connected with bellow; stermn, dics, bellow and s2at ring - stainless steesl
125-250 E o
Fram &0 bar stem connected with bellow; stermn, balandng disc; bellow and seat ring - stainless stee|
RDERING
Neminal Nominal
Figure Bty material R e Type
A
215 Grey cast iron 15-150 c o
EN-GIL-250 Frim 16 bar rem connectid with ballow; ttem, dide, ballow and 1aat r'l'|g - atainleas ctasl
|
Order example acc. index 235 A 050 C 01
Bellow sealed stop valves, ends flanged, form angle 235
Grey cast iron EN-GIL-250 A
Nominal diameter (mm) 050
Cignienie nominalne PN 16 C
Stem connected with bellow; stem, disc and seat ring stainless steel 01
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