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@%ﬁn} Ball Valves
3-piece Ball Valve Series A20D/AF20D

3-piece Ball valve, DNO8—DN100 (DN 125 - DN 150 in
Progress), full and reduced bore, antistatic, with locking
device, modular construction with 1SO-top-flange for
direct mounting of stem extension or pneumatic or
electric actuator. Certified FireSafe©@-construction.
Stainless— and Carbon steel available. Verious connec-
tion types and sealing combinations available.
Customized configurations are possible.

Types A24D / A25D Types A26D / A27D Type A29D Type AF2_D
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3-piece Ball Valve Series A20D/AF20D
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DNO8—DMNA0 Full bore
DMN15—DNS0 Reduced bore
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DNSO—DN100 Full bore

Subject to change without any prior notification
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Technology for Professionals
3-piece Ball Valve Series A20D/AF20D
1 Body 1.4408 1.0619
2 Threaded connection 1.4408 1.0619
Welded connection 1.4409 1.0619
3 Ball 1.4401 1.4401
4 Seat RPTFE* CPTFE* X
5 Body Sealing RPTFE/Graphite RPTFE/Graphite X
[ Hexagon screw A2-TF0 A2-T0
7 Hexagon nut A2-TF0 A2-T0
8 Stem 1.4401 1.4401
a Sealing ring RPTFE RPTFE x
10 Q-ring FKM FKM X
11 Shaft packing CPTFE CPTFE b4
12 Pressure ring 1.4401 1.4401
13 Belleville spring washer 1.4301 1.4301
14 Shaft nut 1.4301 1.4301
15 Safety cap 1.4301 1.4301
16 Spacer 1.4401 1.4401
17 Lever nut 1.4201 1.4301
18 Cylinder screw (stop) 1.4401 1.4401
19 Lever 1.4301 1.4301
20 Locking device 1.4401 1.4401
21 Lever protection PVC PVC
22 Antistatic devices (balls) 1.4401 1.4401
DNOS8 - DN15 DN20 - DN100

Stem

with 2 anti-static

devices Nr. 22

Antistatic device Spring
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3-piece Ball Valve Fig. A20D/AF20D

Reduced Bore

9-7/16 FO3
75 75 | 245 | 76 | 426 | 10 76.6 140 - 19.1 | M6 216 15.8 181 | 219 | 10
UNF Fo4
73 75 | 245 | 76 | 426 | 15 9-7/16 76.6 140 - 19.1 | Me Fos 271 20.9 237 | 273 | 13
UNF FO4
86 o0 | 314 | B85 | 468 | 20 9-7/16 817 140 - 221 | me | FO3 | 330 26.6 297 | 338 | 13
UNF FO4
11-8/16 FO4
106 | 110 | 413 | 104 | 593 | 25 98.3 185 - 251 | M8 425 350 g4 | 428 | 13
UNF FOS
11-3/16 FO4
111 | 115 | 484 | 104 | 626 | 32 1016 | 165 - 286 | M1D 485 409 443 | 489 | 13
UNF FOS
14— FOS
130 | 130 | 563 | 134 | 790 | 38 1280 | 217 - 333 | M1z 604 525 563 | 613 | 16
M18x2.5 Fo7
14— FOS
143 | 143 | 714 | 134 | 877 | S0 137.0 | 217 114 - M4 763 69.7 721 | 769 | 18
M18x2 5 Fo7
185 | 185 | 866 | 168 | 1087 | 65 17 1675 | 380 139 - Mi6 Fo7 289 812 843 | 900 | 18
. i ) M24x3.0 . F10 ) )
17 - FO7
205 | 205 | @20 | 17.8 |117.7| 80 176.5 | 450 160 - M6 1143 | 106.3 | 1091 | 1155 20
M24x3.0 F10
240 127 17.8 | 133.7 | 100 i7- M6 1413 | 1282 | 1345
N : - M24x3.0 N - : - N N
27 - Gearbox
- 260 151 280 | 1800 125 - Mi6 1683 | 1541 | 1631 - -
M27x3.0 recommended
WEightinxg _
Full bore 08 08 08 13 20 28 a3 57 114 15.1 243
Reduced bore 08 08 13 20 28 4.4 61 13.0 163

Kv-Values (m3/h)
for

Full bore 8 8 11 28 50 71 102 205 275 500 867
Starting torques

(Mm) for

Lubricating

medias 8 8 10 11 18 ag 37 55 61 a0 106
MAST (Mm} g 3g 3g g 81 81 105 214 214 483 500
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Technology for

3-piece Ball Valve

Full Bore

Ball valves

Series A20D/AF20D

9-7/16 FO3
75 75 | 245 76 42.6 10 76.6 140 - 19.1 | Me 137 9.2 10.3 144 10
UNF FD4a
9-7/16 FO3
75 75 | 245 76 42.6 10 | unF 76.6 140 - 19.1 | Me 172 125 140 175 10
FO4
9-7/16 FO3
75 75 245 PR 426 1% Jo.b 140 - 19.1 M 216 158 181 2198 10
UNF FO4
9-7/16 FO3
BB S0 314 86 46.8 20 B17 140 - 221 Ma 271 209 237 273 13
UNF FO4
11 -9/16 FO4
106 110 | 41.3 10.4 59.3 25 983 165 - 251 mMa 339 26.6 297 338 13
UNF FOS
11-9/16 FO4
111 115 | 484 | 104 | 62.6 32 UNE 101.6 165 - 28.6 | M10 oS 425 350 384 42.8 13
14 - FO5
130 130 | 56.3 | 134 | 79.0 38 128.0 | 217 - 33.3 | M10O 485 409 443 489 13
M18x2.5 FO7
14 - FOS
143 143 | 714 | 134 B7.7 50 137.0 217 114 - M12 604 525 56.3 613 16
M18x2.5 FO7
17 - FO7
185 185 | 86.6 | 16.8 | 108.7 | 65 |pio4uap 167.5 380 139 - M14 F10 76.6 69.7 721 76.9 16
17 - FO7
205 205 | 990 | 168 | 1177 80 M24x3.0 1765 450 160 - Mle F10 BB 9 812 843 90.0 16
17 - FO7
240 | 240 | 127 | 17.8 | 133.7| 100 192.5 450 193 - M1s 1143 | 106.3 109.1 | 1155 | 20
M24x3.0 F10
- 260 | 151 280 | 1800 | 125 17 - M1ls 141.3 | 128.2 134.5
. M24x3.0 Gearbox ) ) )
recommended
- 290 | 183 280 |1980| 150 |27- M16 1683 | 1541 163.1
standard fire-safe
Connection Seat
Seat

Centre section

encapsulated
body sealing

Connection
with spring
encapsulated body sealing

Centre section

Graphite

www.processteknik.se
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Technolegy for Professionals

3-piece Ball Valve Series A20D/AF20D

Body 1.4408 1.0619 1 Shaft packing CPTFE CPTFE ®
2 Threaded connection | 1.4408 1.0619 12 Pressure ring 1.4401 1.4401

Weld connection 1.4409 1.0618 13 Bellville spring washer | 1.4301 1.4301

Ball 14401 1.44m 14 Shaft nut 1.4301 1.4301
4 Seat RPTFE* CPTFE* X 15 Safety cap 1.43M 1.4301
5 Body sealing RPTFE / Grafit | RPTFE/Grafit X 16 Spacer 1.4401 1.4401
g Hexagon screw A2-TD AZ-TD 17 Lever nut 1.4301 1.4301
7 Hexagon nut AZ-TD A2-TO 18 Cylinder scew (stop) 1.4401 1.4401
8 Stem 1.4401 1.4401 19 Lever 1.43M 1.4301
= Sealing ring RPTFE RPTFE X 20 Locking device 1.4401 1.4401
0 | O-Ring FKM FKM X 21 Lever protection PVC PVC

Subject to change without any prior notification _mus_revonz-zoz1
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Technology for Professionals

Ball Valves

3-piece Ball Valve

Series A20D/AF20D

Pressure / Temperature charts

PTFE PTFE virgin
b 1@ PTFE (Teflon®@) is the most used sealing
i material for ball valves with excellent
f—— ,t;_ _____ resistance against almost all medias.
30
. Color: pale white
el ber L Tests: FDA approved, USP cl. v
30
52 e Tam g
RPTFE RPTFE
e _DMOE . DN PTFE virgin, reinforced with a part of
= i Z 0T
s glass fibre ca. 15%, same chemical re-
e /'Dm'nm.-,c.,_- sistance as PTFE virgin, but higher re-
100 bar 0o
e sistance of load changes consistency
oo L E———— compared to PTFE and use at higher p/
64 bar t g s e T values.
_1 Color: white
N Tests: FDA approved
Cma . n an an ™ o 128 150 s 200 28 2 "0
CPTFE CPTFE
* PTFE virgin , reinforced with a higher
15 har -z part of carbon fibre ca. 25%, to use for
e higher temperature range and higher
100 bawr 105 -
consistency of load changes compared
e to RPTFE.
Shber | R Color: black
.
. Manufacturer standard:
e acc. EC 1935/2004
8
-5 an 250 c

Subject to change without any prior notification _mus_revonez-z0z1
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Ball Valves

3-piece Ball Valve Series A20D/AF20D

How to order code / codification

g
i
:

o2 Carbon steel, series A20D DN
2 Threaded male BSP (EN 228-1) RB B
2 Stainless steel, series A20D
4 Threaded female BSP (EM 228-1) B-1/a" - 11
5 Threaded female NPT ( B1.20.1) 10-3/8" - 12
_ ° DU weld ends O ace ST = 1;2- = =
2 Threzded male 7 Buit weld ends BW 150 1127-1 20-3/4" 04 14
a Threaded female BSPP 9 Socket weld ends SW (B16.11) 25-1" 05 15
5 Threaded female NPT * Spedal 32-11/4 oe o
6 Butt weld ends BW acc. SCH40s 40-11/2 o7 17
9 Socket weld ends SW 01 - 65-21/2 09 1
. 80-3" 36 35
X Special 02 Stem O-Ring FPMTA-Luft,
Standard 100 - 4™ 46 45
03 Stem with O-Ring FEP 125-5" =13 55
X Special 150- 6" 66 B5

Types Seatring Body sealing Stem packing Stem seal

C CRCR PTFE+25% carbon PTFE+15% glass PTFE+25% carbon PTFE+15% glass
K PRCR PEEK® PTFE+15% glass PTFE+25% carbon PTFE+15% glass Stan— §
R RRCR PTFE+15% glass PTFE+15% glass PTFE#25% carbon | PTFE+15% glass dard E
I
T TRCR PTFE wirgin PTFE+15% glass PTFE+25% carbon PTFE+15% glass g
=
I
F CGGR PTFE+25% carbon Graphite Graphite PTFE+15% glass E
FR RGGR PTFE+15% glass Graphite Graphite PTFE+15% glass Fire— §
ET TGGR PTFE virgin Graphite Graphite PTFE+15% glass Safe s
c
PGGR PEEK® Graphite Graphite PTFE+15% glass E
f =
x Special 2
=
©
s
g
Ball valve series A20D, Stainless steel, DN25, full bore, butt weld ends BW IS0, seat RPTFE §
&
-
N N i=1
Remark: further adders at Article Nr.(z.B. ...comp.z...) are needed acc. to internal system -
=
w
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